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PLANT PRE-USE CHECK SET | WEEKLY SHEET

Excavator: daily pre-use check
Do these checks before the machine is used each day. Tick each item that is OK. Write D for a defect and describe it at the bottom of the sheet, or N/A where the item does not apply. A stop-work defect
means the machine is not used: tell the supervisor straight away and take the machine out of use until a competent person has made it safe.

Machine and fleet or serial number Hire company Site Week commencing

Check before starting work Mon Tue Wed Thu Fri Sat Sun

Fluids and engine

Engine oil level

Hydraulic oil level Check the sight glass with the bucket grounded and the boom lowered.

Coolant level Check when cool.

Hydraulic hoses — no leaks, no damage

Undercarriage (tracked only)

Track tension and condition Tracks correctly tensioned, pads/shoes intact, no cracking, no missing bolts.

Sprockets, idlers, rollers — condition

Wheels and tyres (wheeled only)

Wheels and wheel-nuts secure

Tyre condition and pressure

Attachments and structure

Bucket teeth and cutting edge — condition and retention

Quick-hitch — locked and visually verified Safety pin engaged and the lock indicator is green (or equivalent). Perform a down-crowd test.

Operator protection and visibility

ROPS and FOPS — integrity No cracks, no unauthorised modifications.

Seat belt is secure and in working order

Cameras / mirrors for all-round vision

Controls and safety devices

All controls respond correctly and self-centre

Service and parking brakes operate correctly

Reversing alarm audible at 10 m

Amber beacon flashing and visible

Operator name or initials

Time checked
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Defects

Day Item What is wrong Severity (minor / major / stop work) Reported to, and when


